
536 MAESTRO 1.0

Astropek

E®ective, safe, grazing light



537Signaling lights

Astropek

Drive-over path marker light that can be surface mounted, designed to 
emit a totally glare-free grazing light. Extremely reliable thanks to 
the protective prismatic toughened glass and exclusive Aqua-stop 
technology, a patented anti-suction system for power supply cables 
against water and humidity.

Passive heat dissipation
Aluminium casing
 

Light management
Glare-free grazing light
 



538 MAESTRO 1.0

Code composition: type + colour + optic

 
Astropek_V | Walk-over spotlights | powerLED 2 W 630 mA 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ø70

20

 

type
  

 
CRI 80 93905

 
CRI 80 94154

colour
  

3000 K 208 lm W
4000 K 222 lm N
5000 K 253 lm C
R - G - B - Y on request

optic
 

15° 15
30° 30
60° 60
Diff. 00

 

   

89420 99179 99186

ON/OFF
1 - 2 art.

ON/OFF
3 - 6 art.

ON/OFF
6 - 12 art.



539Signaling lights

“Private house” - Glifada (Greece)



540 MAESTRO 1.0

Code composition: type + colour + optic

 

 

 
Astropek_1 | Drive-over spotlights | powerLED 2 W 630 mA 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

33

Ø100

Ø70

 

 

 

type
  

 
CRI 80 86788

colour
  

3000 K 208 lm W
4000 K 222 lm N
5000 K 253 lm C
R - G - B - Y on request

optic
 

180° 18

 

   

89420 99179 99186

ON/OFF
1 - 2 art.

ON/OFF
3 - 6 art.

ON/OFF
6 - 12 art.

Astropek_2 | Drive-over spotlights | powerLED 2 W 630 mA 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

33

Ø100

Ø70

type
  

 
CRI 80 86789

colour
  

3000 K 208 lm W
4000 K 222 lm N
5000 K 253 lm C
R - G - B - Y on request

optic
 

180° 18

 

   

89420 99179 99186

ON/OFF
1 - 2 art.

ON/OFF
3 - 6 art.

ON/OFF
6 - 12 art.

Astropek_4 | Drive-over spotlights | powerLED 2 W 630 mA 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

33

Ø100

Ø70

type
  

 
CRI 80 86787

colour
  

3000 K 208 lm W
4000 K 222 lm N
5000 K 253 lm C
R - G - B - Y on request

optic
 

180° 18

 

   

89420 99179 99186

ON/OFF
1 - 2 art.

ON/OFF
3 - 6 art.

ON/OFF
6 - 12 art.



541Signaling lights

Code composition: type + colour + optic

 

 

 

Astropek_1I | Drive-over spotlights | powerLED 6.4 W 500 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

54

Ø140

type
  

 
CRI 80 87004

colour
  

3000 K 432 lm W
4000 K 500 lm N
5000 K 580 lm C

optic
 

180° 18

 

  

 

99181 99185

ON/OFF
1 art.

ON/OFF
2 - 3 art.

Astropek_2I | Drive-over spotlights | powerLED 6.4 W 500 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

54

Ø140

type
  

 
CRI 80 87005

colour
  

3000 K 432 lm W
4000 K 500 lm N
5000 K 580 lm C

optic
 

180° 18

 

  

 

99181 99185

ON/OFF
1 art.

ON/OFF
2 - 3 art.

Astropek_4I | Drive-over spotlights | powerLED 6.4 W 500 mA  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

54

Ø140

type
  

 
CRI 80 86765

colour
  

3000 K 432 lm W
4000 K 500 lm N
5000 K 580 lm C

optic
 

180° 18

 

  

 

99181 99185

ON/OFF
1 art.

ON/OFF
2 - 3 art.




